Artikel-Nr.: 0409003
Bez.: SMA-Winkeleinbaubuchse, Printausfiihrung 90°, 50 Ohm
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Impedance 500 _Ij
Ferguency range DC~-12 GHz %
Working voltage 335 Vims
Withstanding voltage 1000 vRMS g B \\\\\\\\\\\\\/
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othr (MIL-C-39012 Contact resistance -D q|r
Center contact: 2.0 milllchm ey L
Body contact: 2,0 millohm — %
Insertion 10ss:0.03vTGHz] dB max .0 1 7.0 SQ
Insulation resistance;5000 megohms(min) 1 "
Coupling Torgue 15.0 Ib-In (1.70 N,m) 15.0 :
Temperature Range =55°C ~ 1559 3 e
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Mounting Holes
NOTE: FINISH (PLATING THICKNESS IN MICRO-INCHES>
1. BODY: BRASS PER JIS-C3604
2. CONTACT: PH/BRONZE PER ASTM BL96 UNS C17300 - Dia 1 Txd Holes
3. INSULATION: TEFLON PER ASTM DI457 AND ASTM D1710 3 Insulator Teflon White 1o Rl LB GR
4. CONNECTOR INTERFACE PER MIL-STD-3484 -
5. PART T0 BE CLEAN AND FREE BURRS 2 Contact PH/Bronze Gold % @
6. GOLD PL 1-3 u" OVER NICKEL PL 70 u" THICK -
OVER COPPER STRIKE 1 Body Brass Nickel Dia 1.5x1 o
No Description Material Finish O *
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