Artikel-Nr.: 0409090
Bez.: SMA Crimpstecker Belden H-155, komplett vergoldet

Impedance

50Q

Ferquency range

0~18 GHz(on semi-rigid cable}
0~12.4GHz(on fleible cable)

Voltage rating

RG-55.58.141.142.223.303 500: volts peak
RG-122.174.188,316,375; 375 volts peak

WR

Vs
(straight connectors)

RG-55 group: 1.15+0,011(GHz)
RG-178 group: 1.20+0.251{GHz)

other (MIL-C-39012
cable connectors)

Contact resistance
Center contact; 2,0 milliohm
Body contact: 2.0 millichm
Insertlon loss:0.0 z) dB max
Insulation resistancez5000 megohms(min)

NOTE: FINISH (PLATING THICKNESS IN MICRO-INCHES)
1. BRASS PER JIS-C3604
2. TEFLON PER ASTM D1457 AND ASTM DI710
3. GOLD PL 1-3 u" OVER NICKEL PL 70 u" THICK
OVER COPPER STRIKE
6 Ferrule Brass Gold
5 Gasket Rubber Red
4 Hex Shell Brass Gold
3 Insulator Teflon Whi te
2 Contact Brass Gold
1 Body Brass Gold
No Description Material Finish
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Recommended
Cable Stripping
R AT 1:Crimped Contact
— (O Hex Crimp Size: . 068"
2:Crimped Ferrule
0 30 O”(,‘X Crimp Size: . 256"
- — Olex Crimp Size: .213"

TITLE: SMA CRIMP PLUG FOR H155 CABLE
RoHS COMPLIANT

BKL

ELECTRONIC



