Artikel-Nr.: 0412004

Bez.: FME-Kupplung, Crimpausfiihrung, RG 58/U

Impedance 500
Frequencyange 0-3 GHz
VSWR (straight connectors) <1.22typ
Insulation resistance 2 5x 10°MQ
Center contact resistance <10.0mQ
Quter contact resistance <50mQ
Test voltage 1000V rms
Working voltage 500 V rms

Insertion loss(dB)

< 0.1dB max/1GHz typ

NOTES: FINISH (PLATING THICKNESS IN MICRO-INCHES)

1. BRASS PER JIS-C3604

2. NICKEL PL 70 u" THICK PLATING
3. GOLD PL 1~3u" OVER NICKEL PL 40 u" THICK PLATING

4. TEFLON PER MIL-P-19468

5 Ferrule Brass Nickel
4 Nut Brass Nickel
3 Insulator Teflon White
2 Contact Brass Gold
1 Body Brass Nickel
No| Description Material Finish

RoHS COMPLIANT
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DIMENSIONS ARE IN MILLIMETERS

UNLESS OTHERWISE SPECIFIED

TOLERANCES

TITLE: NIPPLE(FME) CRIMP JACK FOR RG/58U CABLE

0.5-6=+0.2
6-30==+0.4
30-120=+0.6
120-315=+1.0
315-1000=+1.6
1000-2000=£2.4

Cable Stripping

% (
_
L 5 ol
9 v 4N O
) 3 8 m
o ]
\ 7.5
%
o0 27.2 .
I 1 !
<
o) i —E )
0] (\i ™ _! I—I
-
0] s 12.0 |
I 1
Recommended

1:Crimped Contact
(J Hex Crimp Size: .068"
2:Crimped Ferrule
O Hex Crimp Size: .213"
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