Artikel-Nr.: 072858

Bez.: DC-Einbaubuchse, Schalter in Ruhestellung geschl.,

10.00

Stift 2,1mm
l—f—1
SCHEMATIC 3
/L: 2
Model No: Cc
SPECIFICATIONS:
Contact : 30mQ m
Current : Max SOA 24v DC Q
Insulation Resistance : 100MQ mh at DC 500V in
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10. |Washer 0.3T Steel 1 |Nickel Plated 4
9. |Nut 2.1T Brass 1 |Nickel Plated 16"X32W
8. |insulator B Red Vulcanited Fibre 1 |Red Color 240 P B
7. [Insulator A |Red Vuiconited Fibre | 1 | Red Color g | i
6. |Pin(2.09) Brass 1 |Nickel Plated | " q | S |
5. [Bushing Brass 1 [Nickel Plated hE
(e o
4. |Pin Terminal  |0.3T Brass 1 |Silver Plated ol8lol M S
NI< g T
3. |Break Terminal |0.3T Brass 1 |Silver Plated A5 R
n
2. [sieeve Spring  |0.4T Pnosphor Bronze | 1 |Siver Plated | . g
1. |Housing PBT 1 |Black Color
NO.| Description Material BT Finish 3.00+0.20 \(2) 8
955 |
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NUT

A(H)#11.00+0.10

Flachkontakte 90° abgewinkelt, mit Gewinde,

WASHER
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Pin Hole Layout
(Jack Bottom View)
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