Artikel-Nr.: 072862

Bez.: DC-Einbaubuchse mit Gewinde, Schalter in Ruhestellung geschl., Winkelkontakte 90° abgewinkelt,
Stift 2,1mm
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10.[Washer .37 Steel 1_[Nickel Plated | § g \_I: |
9. [Nut 2.1T Brass 1 |Nickel Plated | = ¥ ongy il S
8. [Insulator B  [Red Vulcanited Fibre | 1 |Red Color <4 | % } —
7. [Insulator A |Red Vulcanited Fibre | 1 |Red Color - 3 @——“»#
6. [Pin(2.0) [Brass 1 [Nickel Plated |300:0.20 @ A()4.80 | Pin Hole Loyout
5. [Bushing Brass 1 |Nickel Plated 9.55 A(H)911.00+0.10 (Jack Bottom View)
4. |Pin Terminal [0.3T Brass 1 |silver Plated [
3. [Break Terminal [0.3T Brass 1 [Silver Plated 1
2. [Sleeve Spring |0.4T Phosphor Bronze | 1 |Silver Plated SCHEMATIC I :3
2|  SPECIFICATIONS:
1. |Housing PBT 1 | Black Color Contact Resistance : 30mQ] max
NO.| Description Material ’ Finish Model No: c Insuiation. Resistonce ; 100wt min. ot O 500V
P Q' TY Dielectric Withstandina Voltage: AC 500V for one minute
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