Artikel-Nr.: 10120805
Bez.: Praz.-Buchsenleiste 20 polig, einreihig, gewinkelt, Raster 2,54mm, Kont. selektiv verg.
Bauhodhe 2,54mm

P S Ry Technical Data

Material:

Pin{outer sleeve): Brass, machined CuZniaPb

Clip{contact & finger): Barylllium copper, heat treatad

W W e W e W g W Plating{outer sleava):

288068 Tin plated Zum80"N, Sum200,°Sn

- Gold Plated:2pm/B0y"ML0.8 p * gold
Plating{contact): 2um/M80y"MI, gold or Tin plated
Insulator(blackl PPS ULB4V-0

Elactricak

Current rating: JAmnslieontact max.
Contact reslstancs: = 4miiconiact
Insulation reslstance: = 1000M0 at V=100V
Oparaing voltage: B0OVAC/IDC

Machanical:
] Average Insaertion force with steel pin of
i ] I [ 0.68mm/0.38% <140g
24 20 2HOE0.30 [ (BBmMm/O.36% rﬁmm e
Mechanical e cycle:min.200
Operaing temparatures: Gold Plated:-55°C to+106°C
Tin plarted:-40°C to+105°C

; ‘ggﬂ' 2.54 Soldering temperenre, Y2000 C, V0 mes,
,E'D/DDDDH(E-IC;DDGD

P.C.B LAYOUT

=7 S4=Np, of Coptocta=37 544015

EXEEENE)

.54

7.0

A.7540.30

BKL



	Seite 1

